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2. Amendment/Modification Number 3. Effective Date 4. Requisition/Purchase Request No. 5. Solicitation Caption
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8. Name and Address of Contractor (No. Street, city, country, state and ZIP Code) (X) |9A. Amendment of Solicitation No.
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9B. Dated (See Item 11)
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10A. Modification of Contract/Order No.
10B. Dated (See Item 13)
Code| [ Facility|

11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

|| The above numbered solicitation is amended as set forth in Item 14. The hour and date specified for receipt of Offers [X_|is extended.| _[is not extended.
Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the

following methods: (a) By completing Items 8 and 15, and returning 1  copy of the amendment: (b) By acknowledging receipt of this
amendment on each copy of the offer submitted; or (c) By separate letter or fax which includes a reference to the solicitation and

amendment number. FAILURE OF YOUR ACKNOWLEDGEMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS
PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER. If by virtue of this amendment you desire to change
an offer already submitted, such change may be made by letter or fax, provided each letter or telegram makes reference to the

solicitation and this amendment, and is received prior to the opening hour and date specified.

12. Accounting and Appropriation Data (If Required)

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,
IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14

(X) _|A. This change order is issued pursuant to: (Specify Authority)
The changes set forth in item 14 are made in the contract/order no. in item 10A.

B. The above numbered contract/order is modified to reflect the administrative changes (such as changes in paying office, appropriation
data, etc.) set forth in item 14, pursuant to the authority of 27 DCMR, Chapter 36, Section 3601.2.

C. This supplemental agreement is entered into pursuant to authority of:

D. Other (Specify type of modification and authority)

E. IMPORTANT: Contractor | _[is not, [x_]is required to sign this document and return 1 copy to the issuing office.

14. Description of amendment/modification (Organized by UCF Section headings, including solicitation/contract subject matter where feasible.)

1. Pre-Bid Conference Sign-In Sheet - Attachment A which is attached.
2. The bid submission due date is hereby extended from 9/9/2011 at 2:00 p.m. to 9/12/2011 at 2:00 p.m.

3. Bidders should delete Section 265100 from the original specifications package and insert the modified Section 265100
labeled Addendum - Attachment B which is attached.

4. Specification Section 263213-1.12B, 1.12C are hereby deleted in its entirety.

5. All other terms and conditions remain the same.

Except as provided herein, all terms and conditions of the document referenced in item (9A or 10A) remain unchanged and in full force and effect

15A. Name and Title of Signer (Type or print) 16A. Name of Contracting Officer
Diane Wooden
156B. Name of Contractor 15C. Date Signed  |16B. Dis}sct of @olumbia 16C. Date Signed
i M 9/1/2011
(Signature of person authorized to sign) (Signature of Contracting Officer)




ATTACHMENT A:

PRE-BID CONFERENCE SIGN IN SHEETS
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ATTACHMENT B:

SPECIFICATION ADDENDUM SECTION 265100



DC General Emergency Power Restoration
District of Columbia, Department of Real Estate Services
Addendum

SECTION 265100 - INTERIOR LIGHTING

PART 1 - GENERAL

1.1

A.

12

1.3

1.4

m m g 0w p

RELATED DOCUMENTS

Documents referenced in DC Government Bid Documents, which include the
Solicitation Documents, Contract Sections, Contract Clauses, Special Contract
Requirements and Standard Contract Provisions for Use With Specifications for District
of Columbia Government Construction Projects (January 2007) apply to this Section..

SUMMARY

Section Includes:

1. Interior lighting fixtures, lamps, and ballasts.
2. Emergency lighting units.

3. Exit signs.

4.  Lighting fixture supports.

DEFINITIONS

BF: Ballast factor.

CCT: Correlated color temperature.

CRI: Color-rendering index.

LER: Luminaire efficacy rating.

Lumen: Measured output of lamp and luminaire, or both.

Luminaire: Complete lighting fixture, including ballast housing if provided.

ACTION SUBMITTALS

Product Data: For each type of lighting fixture, arranged in order of fixture designation.
Include data on features, accessories, finishes, and the following:

1. Physical description of lighting fixture including dimensions.
2.  Ballast, including BF.
3. Energy-efficiency data.

INTERIOR LIGHTING 265100 -1
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Addendum
4.  Life, output (lumens, CCT, and CRI), and energy-efficiency data for lamps.

B. Installation instructions.

1.5 INFORMATIONAL SUBMITTALS

A.  Coordination Drawings: Reflected ceiling plan(s) and other details, drawn to scale, on
which the following items are shown and coordinated with each other, using input from
installers of the items involved:

1.  Lighting fixtures.
2. Structural members to which suspension systems for lighting fixtures will be
attached.

B.  Qualification Data: For qualified agencies providing photometric data for lighting
fixtures.

C. Field quality-control reports.

D.  Warranty: Sample of special warranty.

1.6 CLOSEOUT SUBMITTALS

A.  Operation and Maintenance Data: For lighting equipment and fixtures to include in
emergency, operation, and maintenance manuals.

1. Provide a list of all lamp types used on Project; use ANSI and manufacturers'
codes.

1.7 QUALITY ASSURANCE

A. Luminaire Photometric Data Testing Laboratory Qualifications: Provided by
manufacturers' laboratories that are accredited under the National Volunteer Laboratory
Accreditation Program for Energy Efficient Lighting Products.

B.  Electrical Components, Devices, and Accessories: Listed and labeled as defined in
NFPA 70, by a qualified testing agency, and marked for intended location and
application.

C.  Comply with NFPA 70.

INTERIOR LIGHTING 265100 - 2



1.8

DC General Emergency Power Restoration
District of Columbia, Department of Real Estate Services
Addendum

COORDINATION

Coordinate layout and installation of lighting fixtures and suspension system with other
construction that penetrates ceilings or is supported by them, including HVAC
equipment, fire-suppression system, and partition assemblies.

PART 2 - PRODUCTS

ol

A.

22

MANUFACTURERS

Products: Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, product(s) indicated on
Drawings.

GENERAL REQUIREMENTS FOR LIGHTING FIXTURES AND COMPONENTS

Recessed Fixtures: Comply with NEMA LE 4 for ceiling compatibility for recessed
fixtures.

Fluorescent Fixtures: Comply with UL 1598. Where LER is specified, test according
to NEMA LE 5 and NEMA LE 5A as applicable.

Metal Parts: Free of burrs and sharp corners and edges.

Sheet Metal Components: Steel unless otherwise indicated. Form and support to
prevent warping and sagging.

Doors, Frames, and Other Internal Access: Smooth operating, free of light leakage
under operating conditions, and designed to permit relamping without use of tools.
Designed to prevent doors, frames, lenses, diffusers, and other components from falling
accidentally during relamping and when secured in operating position.

Diffusers and Globes:

1. Acrylic Lighting Diffusers: 100 percent virgin acrylic plastic. High resistance to
yellowing and other changes due to aging, exposure to heat, and UV radiation.

a. Lens Thickness: At least 0.125 inch minimum unless otherwise indicated.
b. UV stabilized.

2. Glass: Annealed crystal glass unless otherwise indicated.

Factory-Applied Labels: Comply with UL 1598. Include recommended lamps and
ballasts. Labels shall be located where they will be readily visible to service personnel,
but not seen from normal viewing angles when lamps are in place.
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2.4

DC General Emergency Power Restoration
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Addendum

1. Label shall include the following lamp and ballast characteristics:

a.  "USE ONLY" and include specific lamp type.

b.  Lamp diameter code (T-4, T-5, T-8, etc.), tube configuration (twin, quad,
triple, etc.), base type, and nominal wattage for fluorescent and compact
fluorescent luminaires.

c.  Start type (preheat, rapid start, instant start, etc.) for fluorescent and
compact fluorescent luminaires.

d.  CCT and CRI for all luminaires.

BALLASTS FOR LINEAR FLUORESCENT LAMPS
General Requirements for Electronic Ballasts:

1. Comply with UL 935 and with ANSI C82.11.

2. Designed for type and quantity of lamps served.

3 Ballasts shall be designed for full light output unless another BF, dimmer, or bi-
level control is indicated.

Sound Rating: Class A.

Total Harmonic Distortion Rating: Less than 10 percent.

Transient Voltage Protection: IEEE C62.41.1 and IEEE C62.41.2, Category A or
better.

Operating Frequency: 42 kHz or higher.

Lamp Current Crest Factor: 1.7 or less.

BF: 0.88 or higher.

Power Factor: 0.98 or higher.

Parallel Lamp Circuits: Multiple lamp ballasts shall comply with ANSI C82.11
and shall be connected to maintain full light output on surviving lamps if one or
more lamps fail.

SRV

D 00

_—

Luminaires controlled by occupancy sensors shall have programmed-start ballasts.

Electromagnetic Ballasts: Comply with ANSI C82.1; energy saving, high-power factor,
Class P, and having automatic-reset thermal protection.

1. Ballast Manufacturer Certification: Indicated by label.

EXIT SIGNS

General Requirements for Exit Signs: Comply with UL 924; for sign colors, visibility,
luminance, and lettering size, comply with authorities having jurisdiction.

Internally Lighted Signs:
1. Lamps for AC Operation: LEDs, 50,000 hours minimum rated lamp life.
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2. Self-Powered Exit Signs (Battery Type): Integral automatic charger in a self-
contained power pack.

a. Battery: Sealed, maintenance-free, nickel-cadmium type.

b.  Charger: Fully automatic, solid-state type with sealed transfer relay.

c.  Operation: Relay automatically energizes lamp from battery when circuit
voltage drops to 80 percent of nominal voltage or below. When normal
voltage is restored, relay disconnects lamps from battery, and battery is
automatically recharged and floated on charger.

d.  Test Push Button: Push-to-test type, in unit housing, simulates loss of
normal power and demonstrates unit operability.

e.  LED Indicator Light: Indicates normal power on. Normal glow indicates
trickle charge; bright glow indicates charging at end of discharge cycle.

f.  Integral Self-Test: Factory-installed electronic device automatically
initiates code-required test of unit emergency operation at required
intervals. Test failure is annunciated by an integral audible alarm and a
flashing red LED.

FLUORESCENT LAMPS

T8 rapid-start lamps, rated 32 W maximum, nominal length of 48 inches, 2800 initial
lumens (minimum), CRI 75 (minimum), color temperature4100 K, and average rated
life 20,000 hours unless otherwise indicated.

TS5 rapid-start lamps, rated 28 W maximum, nominal length of 45.2 inches, 2900 initial
lumens (minimum), CRI 85 (minimum), color temperature 4100 K, and average rated
life of 20,000 hours unless otherwise indicated.

LIGHTING FIXTURE SUPPORT COMPONENTS

Comply with Section 260529 "Hangers and Supports for Electrical Systems" for
channel- and angle-iron supports and nonmetallic channel and angle supports.

Single-Stem Hangers: 1/2-inch steel tubing with swivel ball fittings and ceiling canopy.
Finish same as fixture.

Twin-Stem Hangers: Two, 1/2-inch steel tubes with single canopy designed to mount a
single fixture. Finish same as fixture.

Wires: ASTM A 641/A 641M, Class 3, soft temper, zinc-coated steel, 12 gage.

Wires for Humid Spaces: ASTM A 580/A 580M, Composition 302 or 304, annealed
stainless steel, 12 gage.

Rod Hangers: 3/16-inch minimum diameter, cadmium-plated, threaded steel rod.

INTERIOR LIGHTING 265100 - 5



DC General Emergency Power Restoration
District of Columbia, Department of Real Estate Services
Addendum

G.  Hook Hangers: Integrated assembly matched to fixture and line voltage and equipped
with threaded attachment, cord, and locking-type plug.

29 TESTING LIFE SAFETY ILLUMINATION

A.  Testing: Perform a testing of the existing life safety illumination in the building each
egress corridors at each floor as indicated on drawings and as follows:

2

Normal Power Disconnection: Disconnect the normal power serving the building.
Coordinate power outage with Contract Administrator (CA).

Emergency Power: Test and verify that the emergency generator is in operation
and is serving the emergency panels priority #1 and priority #2.

Life Safety Lighting Verification: Test and Verify that the building egress
corridors meet with the minimum average illumination of 1 foot-candle.
Contractor to provide foot-candle report to each building egress corridor showing
the emergency light fixtures active in the testing process. Foot-candle report shall
include recommendations for adding emergency light fixtures in the areas where
the foot-candles does not meet the code.

Life safety Emergency Lights: Include unit price in bid for new emergency light
fixtures as well as unit prices for conduit and wiring required to extend existing
emergency circuits or provide new branch emergency circuits. Contractor to
provide new emergency light fixtures for areas where the minimum emergency
illumination if below the requirements. New emergency light fixtures shall be
2’x4” or 1'x4’ fluorescent type, 2-32W, T-8 lamps to match the existing. New
light fixtures shall be connected to the existing emergency circuit serving the
corresponding areas.

Trace and identify emergency panels serving emergency lights at the floors shown
on drawings. Contractor to provide drawings showing the location of existing
emergency panels on drawings E-8 thru E-12.

Trace and identify emergency branch circuits serving emergency lights at the
floors shown on drawings E-8 thru E-12. Contractor to provide drawings showing

panelboard and circuit number associated with each emergency lighting circuit on
drawings E-8 thru E-12..

PART 3 - EXECUTION

3.1 INSTALLATION

A.  Lighting fixtures:

1.
2.

Set level, plumb, and square with ceilings and walls unless otherwise indicated.
Install lamps in each luminaire.
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Temporary Lighting: If it is necessary, and approved by Architect, to use permanent
luminaires for temporary lighting, install and energize the minimum number of
luminaires necessary. When construction is sufficiently complete, remove the
temporary luminaires, disassemble, clean thoroughly, install new lamps, and reinstall.

Remote Mounting of Ballasts: Distance between the ballast and fixture shall not exceed
that recommended by ballast manufacturer. Verify, with ballast manufacturers,
maximum distance between ballast and luminaire.

Lay-in Ceiling Lighting Fixtures Supports: Use grid as a support element.

1. Install ceiling support system rods or wires, independent of the ceiling suspension
devices, for each fixture. Locate not more than 6 inches from lighting fixture
corners.

2. Support Clips: Fasten to lighting fixtures and to ceiling grid members at or near
each fixture corner with clips that are UL listed for the application.

3. Fixtures of Sizes Less Than Ceiling Grid: Install as indicated on reflected ceiling
plans or center in acoustical panel, and support fixtures independently with at
least two 3/4-inch metal channels spanning and secured to ceiling tees.

4.  Install at least one independent support rod or wire from structure to a tab on
lighting fixture. Wire or rod shall have breaking strength of the weight of fixture
at a safety factor of 3.

Suspended Lighting Fixture Support:

Pendants and Rods: Where longer than 48 inches, brace to limit swinging.

Stem-Mounted, Single-Unit Fixtures: Suspend with twin-stem hangers.

3. Continuous Rows: Use tubing or stem for wiring at one point and tubing or rod
for suspension for each unit length of fixture chassis, including one at each end.

4. Do not use grid as support for pendant luminaires. Connect support wires or rods

to building structure.

P

Connect wiring according to Section 260519 "Low-Voltage Electrical Power
Conductors and Cables."

IDENTIFICATION

Install labels with panel and circuit numbers on concealed junction and outlet boxes.
Comply with requirements for identification specified in Section 260553 "Identification
for Electrical Systems."

FIELD QUALITY CONTROL

Test for Emergency Lighting: Interrupt power supply to demonstrate proper operation.
Verify transfer from normal power to battery and retransfer to normal.
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Prepare a written report of tests, inspections, observations, and verifications indicating
and interpreting results. If adjustments are made to lighting system, retest to
demonstrate compliance with standards.

STARTUP SERVICE

Burn-in all lamps that require specific aging period to operate properly, prior to
occupancy by Owner. Burn-in fluorescent and compact fluorescent lamps intended to
be dimmed, for at least 100 hours at full voltage.

ADJUSTING

Occupancy Adjustments: When requested within 12 months of date of Substantial
Completion, provide on-site assistance in adjusting aimable luminaires to suit actual
occupied conditions. Provide up to two visits to Project during other-than-normal
occupancy hours for this purpose. Some of this work may be required after dark.

END OF SECTION 265100
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