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AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT 1. Contract Number Page of Pages
DCKA-2008-B-0071 1 8

Two (2) 4/17/2009 Closed Circuit TV Surveillance
2. Amendment/Modification Number 3. Effective Date 4. Requisition/Purchase Request No. 5. Solicitation Caption

Office of Conracting and Procurement D.C. Department of Transportation
District Department of Transportation Transportation Operations Administration

6. Issued By: Code 7. Administered By (If other than line 6)

8. Name and Address of Contractor (No. Street, city, country, state and ZIP Code) 9A. Amendment of Solicitation No.

2000 14th Street, NW; 6th Floor 2000 - 14th Street, NW, 7th Floor
Washington, DC  20009 Washington, DC  20009

DCKA-2008-B-0071
9B. Dated (See Item 11)
Wednesday, April 01, 2009
10A. Modification of Contract/Order No.

10B. Dated (See Item 13)
Code

following methods: (a) By completing Items 8 and 15, and returning copies of the amendment: (b) By acknowledging receipt of this
amendment on each copy of the offer submitted; or (c) By separate letter or fax which includes a reference to the solicitation and 
amendment number. FAILURE OF YOUR ACKNOWLEDGEMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS

Facility
11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER. If by virtue of this amendment you desire to change
an offer already submitted, such change may be made by letter or fax, provided each letter or telegram makes reference to the 
solicitation and this amendment, and is received prior to the opening hour and date specified.

12. Accounting and Appropriation Data (If Required)

The above numbered solicitation is amended as set forth in Item 14. The hour and date specified for receipt of Offers is extended. is not extended.
Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the 

The changes set forth in Item 14 are made in the contract/order no. in item 10A.
B. The above numbered contract/order is modified to reflect the administrative changes (such as changes in paying office, appropriation
date, etc.) set forth in item 14, pursuant to the authority of 27 DCMR, Chapter 36, Section 3601.2.

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,
IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14

(X) A. This change order is issued pursuant to: (Specify Authority) 

D. Other (Specify type of modification and authority)

C. This supplemental agreement is entered into pursuant to authority of:

1 copies to the issuing office.

14. Description of amendment/modification (Organized by UCF Section headings, including solicitation/contract subject matter where feasible.)

E. IMPORTANT: Contractor is not, is required to sign this document and return

     
     1.  The Bid Opening Date has been extended from April 24, 2009 to April 28, 2009.
     
     2.  Delete page 3, and substitute page 3RR to revised the CLIN description.

   This amendment is issued to extend the bid opening date and to revise Section B.3 PRICE SCHEDULE and Section 
     SPECIFICATIONS/WORK STATEMENT and to provide the Detail Specification for CLIN's 0002A and 0006A of the Invitation for Bid (IFB) is 
      as mended as follows:

      
     5.  No Further Questions Will Be Accepted Per Issuance Of This Amendment.  
                                                                                            
Except as provided herein, all terms and conditions of the document referenced in Item (9A or 10A) remain unchanged and in full force and effect

     
     3. See product specification A and B for CLIN 0002A (Attached with the Amendment).
     
     4.  See product specification C for CLIN's 0006A (Attach with the Amendment). 

Kathy s. Hatcher

15B. Name of Contractor 15C. Date Signed 16B. District of Columbia 16C. Date Signed

15A. Name and Title of Signer (Type or print) 16A. Name of Contracting Officer

(Signature of person authorized to sign) (Signature of Contracting Officer)

4/17/2009
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Product Features 
 

 Environmentally sealed, weather resistant. 

 Four-(4) channel DVR, use up to four-(4) cameras at 

once.  

 Removable original media source preserves the chain 

of custody. 

 8.4” touch-screen, LCD control panel. 

 Two-(2) USB ports for external drive, peripheral 

connection. 

 Through-the-lens motion detection software, paint the 

target area on the LCD once image is acquired. 

 Internally shock mounted for ruggedized operation. 

Product Overview 
 
XOA™ is specifically engineered as a portable, multi-use, manned or unmanned video surveillance system.  It is 
capable of managing a variety of cameras (up to 4) including PTZ, long range, day-night, IP and analog imaging 
systems.  Unique to the industry, XOA is a rugged computer with Microsoft Windows® embedded operating system 
running video management software.  XOA is network capable and can operate in dedicated or non-dedicated modes.  
XOA is self-contained and weatherproof, packaged in a Pelican® case and perfect for the most adverse environments. 
The primary control interface is an eight inch (8”) touch screen monitor mounted in the lid.  This touch screen monitor 
can control all of XOA’s functions, thereby eliminating the use of sometimes awkward mechanical buttons. 
 
XOA allows the operator to choose among three (3) available methods to capture video: 
 

(1) 24/7 continuous or time scheduled recording at a pre-defined resolution and frame rate. 
(2) Through the lens, multi-zone motion detection, multi-zone masking, at a pre-defined resolution and frame rate. 
(3) Through the lens, “smart” motion detection with 24/7 continuous recording at 1 frame per second during ‘non-

events’.  Auto-switch to user-defined high resolution, high frame rate upon event trigger and through event 
duration. 

 
Motion sensitivity thresholds keep false triggers to a minimum.  These settings are user-selectable for each camera. 
 
XOA captures real-time evidence directly to a removable media, thus preserving the chain of custody regarding the 
original source of the evidence.  To further facilitate ease of operation, XOA can wirelessly transmit its collected data to 
a remote user, when accompanied by a peripheral device (XOA-WiFi or Cell-COM).  This feature allows the operator 
to return to the investigative location, download and review the retained evidence and make an educated decision 
regarding the documentation.  XOA’s standard feature list also includes functions which have been requested by our 
clientele during the course of its’ predecessor’s (Lan-Mine) production life, including:  1) email notification with a video 
frame of the alarmed camera upon motion detection, 2) remote data downloading, 3) non-volatile media, 4) longer 
duration operations via reduced power consumption, 5) remote configuration via the internet (with internet connection 
in place), 6) 8” touch-screen monitor and control center reducing the number of buttons and overall programming time 
while increasing the viewing surface and 7) a smaller, lighter and more user friendly interface system (10-5/8” Lx 9-
11/16”W x 6-7/8”H). 
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Models 
 
XOA  Environmental video surveillance base  

station.  
 
General  
 
Construction   
 Case  Pelican 1300 hard shell case 
 Chassis  0.08” steel, black powder coat finish 
Weight   12 lbs. 
Cable Entry  Four-(4) EEG-1K-308CYM 
   Four-(4) BRF-1K-200-NAS 
   One-(1) EEG-0K-303CYM 
   One-(1) BRF-0K-200-NAS 
   One-(1) WJP1F5 
   One-(1) WJ670300 
 
Electrical 
 
Power Requirements 12VDC 
Power Consumption 15W 
Operating Temperature 0-50° C 
Operating Humidity  0-95% relative humidity, non-condensing 
 
Monitor 
 
Display   4:3 ratio, 8” TFT LCD 
Resolution  640x480 (921,600 pixels) 
Brightness  380/m2 
Contrast Ratio  250:1 
Viewing Angle  65/65 (L/R), 60/65 (U/D) 
Color System  3.58 NTSC / -4.43 PAL 
Dimension  220x166x37.5mm 
 
Software/ Operating System 
 
Operating System  Microsoft™ XP Professional 
Processor   VIA Eden™1.2GHz NanoBGA2 
Memory   1GB DDR  
Hard Drive  80GB 
USB   2-ports internal connection 
Ethernet   10/100Mb Connection (rear, weather  

protected) 
Frame Rate  Up to 30 fps 
Video Channels  4-channel  
Record Format  MPEG4 / MPEG4 H.264 / M-JPEG 
Alarm Recording  Pre and Post event alarm 
Smart Recording  1fps, upon trigger to full frame rate 
Record Time  °Based on configuration and HD 
capacity.   

Visit www.sur-tec.com/support/operations 
manuals for current consumption 
calculator. 

Video encryption  128bit encrypted 
 
 
 
 
 
 
 
 

Included Accessories 
 
XOA-6-12VDC 12VDC power supply cable 
XOA-12VDC 110VAC - 12VDC, 10A power supply with 

110VAC supply cable 
XOA-Case Pelican 1600 hard shell carrying case 
XOA-Manual Three-(3) Part operation and users manual 
Training Two-(2) training certificates for use at any 

scheduled training seminar (visit www.sur-
tec.com/company/training opportunities)  

Software Updates Free for 12 months, available for download 
(visit www.sur-tec.com/support/fsoftware 
downloads) 

Optional Accessories 
 
XOA-AUDIO Single channel line level audio input via 

custom-configure port on XOA (rear).  6’ RCA 
input cable included. 

On-site training Training seminar at end-users location.  
Single seminar will provide up to twelve-(12) 
training certificates. 

XOA-WiFi Short range wireless access point, for remote 
operations. 

Cell-COM Cellular based wireless communication 
system. 

 

Interoperability 
 
System level: MVSS, VIEW, Vantage, stand-alone operation 
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Product Features 
 

 Long range, pan-tilt-zoom system 

 Day / night capable with engaged IR cut filter 

 Color/NIR- video imaging modes.  

 25X Optical / 12X Digital zoom  

 “Tough as nails” solid cast aluminum housing can 

withstand harsh environment.  

 Pressurized Nitrogen eliminates fogging of the camera 

lens due to sudden changes in temperature. 

 

 

Product Overview 
 
The XOA-PTZ (pan/tilt/zoom) camera is designed to be compact and rugged to meet the needs of many different 
outdoor applications. The all-weather construction can be exposed to the harshest elements from extreme 
temperatures to caustic environments such as salt air.  The vibration isolation feature provides jitter free video making 
the camera ideal for applications that call for mobility. At night, XOA-PTZ’s NIR (near infrared) imaging mode and slow 
scan feature enables near-zero ambient light operation. Adding the optional NIR illuminator creates a zero ambient 
light night vision solution. The innovative ‘QuickDisconnect’ and eyebolt built into the base make the XOA-PTZ easily 
transferable between enclosures or applications.  

Pictured with optional IR illuminator (see optional equipment) 
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Models 
 
XOA-PTZ Weatherproof pan-tilt-zoom system 
 
Mechanical 
 
Pan Angle Range 440° 
Tilt Angle Range 240°  
Pan Speed 0.5 to 80° / s 
Tilt Speed 0.3 to 30° / s 
Weight 4.5Kg 
Size  18cm diameter, 20cm tall 
Vibration 3 grms, 5-1000 Hz, 3 axis, random 
Housing Cast Aluminum 
Cable Assembly 25’ direct connect via LEMO 
 
Electrical 
 
Power 11.5 – 30VDC  
Consumption 500ma, 2A peak 
Temperature   -20° to 70° C 
  
Imaging 
 
Optical Zoom  25x 
Digital Zoom  12x 
Imaging Modes  Color / Near Infrared 
Focus   Auto / Manual 
NIR mode  0.2 lux – 950nm 
TV Lines (NTSC/PAL) 470 / 460 
Dynamic Range  49dB 
Light Sensitivity  0.02 Lux, NIR mode 
 
 
 
   

Included Accessories 
 
None 
 

Optional Accessories 
 
IR-730HP  Integrated 730nm infrared illuminator, 50W, 4- 

degree spot (not functional with Sur-Tec 
enclosure systems) 

Interoperability 
 
System level: MVSS™, Vantage™ 
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Product Features 
 

 Provides dual-purpose, 802.11g and cellular Rev. A 

modem communication systems. 

 Enables a secure, wireless connection to your XOA 

system via 802.11g. 

 Up to 108Mbps signal rate (802.11g) with automatic 

fallback. 

 Up to 450Kbs upload speed with Rev. A cellular 

modem. 

 Environmental enclosure and weatherproof bulk-head 

ethernet jacks 

 External diversity antenna connections (SMA) for 

remote antenna connection; 5dbi omni directional 

antennas supplied. 

Product Overview 
 
The Cell-COM provides a small, portable and weatherproof solution for applications where multi-mode wireless 
connectivity is a requirement.  This secure connection portal provides up to 108Mbps connection speed via 802.11g, 
for real time viewing or remote download of previously recorded data and up to 450Kbs upload speeds while utilizing 
the internal Rev A cellular modem.  There is no configuration required and operation is as simple as connecting power 
to the Cell-COM and connecting your Cell-COM to your XOA system via the supplied Ethernet cable.  For enclosure 
based applications, the Cell-COM has dual, diversity external antenna connections located on the rear of the unit.  All 
Sur-Tec system enclosures come standard with a remote antenna connection, which enables the operator to remote 
the antenna to the exterior of the enclosure for superior signal ability.  Cell-COM is intended to accommodate both 
short range, high performance operations with XOA as well as long-range cellular based operations. 
 
Cell-COM requires the activation of cellular service through Sprint®.  The service may be procured through a current 
provider, or procured via Sur-Tec’s strategic partner, Source, Inc.® - a Sprint master distributor.  For agencies who 
require a turn-key product solution, the Cell-COM/FS provides a pre-paid twenty four-(24) month unlimited data 
package with no additional contracts or cellular requirements.  Consult a Sur-Tec sales associate to determine which 
plan best suits your needs. 
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Models 
 
Cell-COM Dual mode communication pack 
Cell-COM/FS 24 month full service cellular package 

included, unlimited data 
 
General  
 
Construction  Pelican 1200 hard shell case 
 Chassis  None 
Weight    
Cable Entry  One-(1) EEG-0K-303CYM 
   Two-(1) BRK-0K-200.NAS 
   Two-(2) WJP1F5  
   Two-(1) WJ670300 
 
Electrical 
 
 
Power Requirements 12VDC 
Power Consumption W 
Operating Temperature 32°-125° F 
Storage Temperature 0°-150° F 
 
 
Software/ Operating System 
 
Frequency  802.11g  
Signal rate  up to 108Mbps* at 802.11g 
   Up to 450Kbs* cellular 
 
 
   
*  Maximum wireless signal rate derived from IEEE Standard 802.11g 
specifications.  Actual data throughput will vary.  Network conditions 
and environmental factors, including volume of network traffic, building 
materials and construction, and network overhead, lower actual data 
throughput rate.  Environmental factors will adversely affect wireless 
signal range. 
 
 
 
 
 
 

Included Accessories 
 
XOA-6-12VDC 12VDC power supply cable 
  3dBi omni directional antenna 
Ethernet Cable Ethernet cable, 6’ 
 
 

Optional Accessories 
 
XOA  Environmental video system 
Vantage™ Pole / Wall mount system enclosure 
MVSS™  Pickup truck toolbox system enclsoure 
 

Interoperability 
 
System level: MVSS, VIEW, Vantage 
 


