ATTACHMENT “A”

STATEMENT OF WORK & SPECIFICATIONS

FOR

ENGINE COMPANY NO.4
ENGINE COMPANY NO.6
ENGINE COMPANY NO.12
AND
ENGINE COMPANY NO.18

FIRE & EMERGENCY MEDICAL SERVICES



STATEMENT OF WORK & SPECIFICATIONS

INTRODUCTION:

The Government of the District of Columbia, Department of Real Estate Services’ (DRES) Contracting
and Procurement Division, on behalf of Fire and Emergency Medical Services (FEMS) (the District) is
seeking a contractor to furnish all labor, materials, supplies and supervision and to install Sitting Room
double passage way doors at the following Engine Companies: 4, 6, 12 and 18.

The District contemplates award of one firm fixed price contract with payments based on the unit prices
based on the lowest quotation price in accordance with 27 DCMR.

REQUIREMENTS:

FEMS has an immediate need to obtain a contractor to furnish all of the labor, materials, supplies and
supervision to install sitting room double passage way doors at four of the District Firehouses as listed below.
The contractor shall be proficient in installation and removal of doors. In addition, the contractor shall prime
and paint all doors with Duron Paint, color Chinese red for Engine 4, 6 and 12. Engine 18 shall be Sherwin
William (Well Bred Brown, 7027).

The Contractor shall provide the installation and removal services Monday through Friday, from 7:00 AM
to 6:00 PM, excluding District of Columbia holidays. The Department reserves the right to change the
hours for installation; provided the contractor is notified 24 hours prior to the change.

The Contractor shall be responsible for assuring the measurements for each location. Failure to visit each
firehouse to size the doors correctly becomes the responsibility of the contractor.

The work required is as follows

ENGINE #4 2531 Sherman Avenue, NW, Washington, DC

¢ SITTING ROOM- Contractor shall replace existing double doors and frame with new steel
doors and frame. Contractor shall ensure tempered wired glass windows of 18” X 28” are
provided and installed to the doors. Keep same swing pattern to doors. Stainless steel kick plates
push plates, commercial closers, and door stops shall be provided and installed to each door.
Large (minimum 6”) stainless still pull handles shall be installed to opening side of doors. Primer
paint shall be applied as per manufactures recommendations as well as two (2) coats of Duron
Chinese Red. Paint code included.

ENGINE #6 1300 New Jersey Ave, NW, Washington, DC

e SITTING ROOM - Contractor shall replace existing double doors and frame with new steel
doors and frame. Contractor shall remove the louvered transom and replace with solid transom.
Contractor shall ensure tempered wired glass windows of 18” X 28” are provided and installed to
the doors. Keep same swing pattern to doors. Stainless steel kick plates push plates, commercial
closers, and door stops shall be provided and installed to each door. Large (minimum 6”) stainless
steel pull handles shall be installed to opening side of doors. Primer paint shall be applied as per
manufactures recommendations, as well as two (2) coats of Duron Chinese Red. Paint code
included.



PANTRY-Contractor shall install new door and frame. Keep same swing pattern to doors.
Stainless steel kick plates push plates, commercial closers, and door stops shall be provided and
installed to each door. Primer paint shall be applied as per manufactures recommendations, as
well as two (2) coats of Duron Chinese Red. Paint code included.

BATHROOM (APPARATUS AREA) - Contractor shall install new steel door and frame.
Contractor shall provide and install a slide dead bolt lock to the inside. Keep same swing pattern
to doors. Stainless Steel kick plates push plates, commercial closers, and door stops shall be
provided and installed to each door. Large (minimum 6”) stainless steel pull handles are installed
to opening side of doors. Primer paint shall be applied as per manufactures recommendations, as
well as two (2) coats of Duron Chinese Red. Paint code included

ENGINE #12 2225 5™ Street, NE, Washington, DC

SITTING ROOM- Contractor shall replace existing double doors and frame with new steel
doors and frame. Contractor shall ensure tempered wired glass windows of 18” X 28” are
provided and installed to the doors. Keep same swing pattern to doors. Stainless steel kick plates
push plates, commercial closers, and door stops shall be provided and installed to each door.
Large (minimum 6”) stainless steel pull handles are installed to opening side of doors._Primer
paint shall be applied as per manufactures recommendations, as well as (2) coats of Duron
Chinese Red. Paint code included.

ENGINE #18 414 8t Street, SE, Washington, DC

KITCHEN- Contractor shall replace existing double doors and frame with new steel doors and
frame. Contractor shall ensure tempered wired glass windows of 18” X 28 are provided and
installed to the doors. Keep same swing pattern to doors. Stainless steel kick plates push plates,
commercial closers, and door stops shall be provided and installed to each door. Large
(minimum 6”) stainless steel pull handles are installed to opening side of doors. Primer paint shall
be applied as per manufactures recommendations, as well as (2) coats of Sherwin Williams (Well
Bred Brown, 7027).

SITTING ROOM- Contractor shall replace existing double doors and frame with new steel
doors and frame. Contractor shall ensure tempered wired glass windows of 18” X 28” are
provided and installed to the doors. Keep same swing pattern to doors. Stainless steel kick plates
push plates, commercial closers, and door stops are provided and installed to each door. Large
(minimum 6”) stainless steel pull handles are installed to opening side of doors. Primer paint shall
be applied as per manufactures recommendations, as well as (2) coats of Sherwin Williams (Well
Bred Brown, 7027).

SITTING ROOM BATHROOM - Contractor shall install new steel door and frame. Keep same
swing pattern to doors. Stainless steel kick plates push plates, commercial closers, and door stops
shall be provided and installed to each door. Large (minimum 6°) chrome pull handles are
installed to opening side of doors. Primer paint shall be applied as per manufactures
recommendations as well as (2) coats of Sherwin Williams (Well Bred Brown, 7027).

APPARATUS FLOOR BATHROOM - Contractor shall install new steel door and frame. Keep
same swing pattern to doors. Stainless steel kick plates push plates, commercial closers, and door
stops shall be provided and installed to each door. Large (minimum 6”) stainless steel pull



handles are installed to opening side of doors. Primer paint shall be applied as per manufactures
recommendations as well as (2) coats of Sherwin Williams (Well Bred Brown, 7027).

SPECIFICATIONS:

The following list of interior door manufacturers are deemed acceptable to FEMS and the contractor shall
provide the manufacturer name of each door being supplied for each firehouse with the bid.

ACCEPTABLE FEMS DOOR MANUFACTURES

REPUBLIC DOORS

NORTON CLOSERS

LCN

CORBIN RUSSWIN

IVES

AMWELD BUILDING PRODUCTS
CURRIES COMPANY

CECO DOOR PRODUCTS

The contractor shall comply with the following specifications, section 08110, for the installation of Steel
Doors and Frames. See attachment number one (1) and the manufacturer specifications for the doors
being furnished. The manufacturer name and a copy of the installation specifications shall be submitted
with the bids.

The contractor shall comply with American National Standards Institute (ANSI) 250.8 for level and
model and ANSI A250.4 for physical-endurance level: level 4 and Physical Performance level A
(maximum duty), model 1 (full flush).

The contractor shall ensure that all frames shall be welded and butted to the wall and not wrapped around.
The frames shall be anchored to the wall opening; in addition, the contractor shall comply with the
manufacturer’s recommendations for the installation of the doors.

ENTRACE DOOR HARDWARE SPECIFICATIONS
The Contractor shall provide all entrance door hardware for each door and the egress doors shall

have no more than 15 Ibf (67 N) to release the latch and not more than 30 Ibf (133 N) to set the
door in motion and not more than 15 Ibf (67 N) to open the door to its minimum required width.

The Butt Hinges shall be Builders Hardware Manufacturers Association (BHMA) A1561.1,
Grade 1, radius corner.

Non-removable Pins: shall be a set screw in a hinge barrel that, when tightened into a grove in the
hinge pin, prevents the removal of the pin while the entrance door is close.

Exterior Hinges: shall be stainless steel, with a stainless-steel pin.

Number of Hinges per door: for doors up to 87 inches (2210mm) high shall have 3 hinges per
leaf.

Manual Flush Bolts shall be BHMA A156.16, Grade 1.




Closers shall be BHMA A156.4 Grade 1, with accessories required for a complete installation,
sized as required by door size, exposure to weather, and anticipated frequency of use; adjustable
to meet field conditions, and requirements for opening force.

PUSH PLATE

The Contractor shall install stainless steel push plates on all sitting room double passage way
doors, 35 minimum with a maximum of 52”.

KICK PLATE

The Contractor shall install stainless steel kick plates on all doors; kick plates shall be installed on
the side of the door that swings outward and shall be sized accordingly.

DOOR PAINT

The Contractor shall prime and paint all doors with Duron Paint, color Chinese Red or Sherwin
Williams (Well Bred Brown, 7027) as specified above

INSPECTION AND ACCEPTANCE

The Contractor is responsible for the day-to-day inspection and monitoring of all Contractor work
performed to ensure compliance with the contract requirements.

INVOICE SUBMITTAL

The Contractor shall submit proper invoices on a monthly basis or as otherwise specified in Section G.4.
Invoices shall be prepared in duplicate and submitted to the agency Chief Financial Officer (CFO) with
concurrent copies to the Contracting Officer's Technical Representative (COTR) specified in Section G.9
below. The address of the CFO is:

Name: Fire & Emergency Medical Services
Address: 300 Indiana Ave., NW Room 4106
Washington, DC 20001
Attn; Accounts Payable
Telephone: 202-727-5298
Fax 202-727-4845

To constitute a proper invoice, the Contractor shall submit the following information on the invoice:

e Contractor’s name, Federal tax ID and invoice date (Contractors shall date invoices on the date of
mailing or transmittal);

e Contract number and invoice number;

o Description, price, quantity and the date(s) that the supplies or services were delivered or
performed.

e Other supporting documentation or information, as required by the Contracting Officer;

o Name, title, telephone number and complete mailing address of the responsible official to whom
payment is to be sent;
e Name, title, phone number of person preparing the invoice;



e Name, title, phone number and mailing address of person (if different from the person identified
above) to be notified in the event of a defective invoice; and
e Authorized signature.

SITE VISIT

Prospective bidders are strongly advised to visit the site of the proposed work to inspect and familiarize
themselves with the extent of the work. Failure to thoroughly investigate said job conditions will not be
accepted as a proper basis for  considering an alleged error in bid or for payment of extras under, or
revision to, the contract or in any other way as grounds for asserting a claim against the District.

Site visits are scheduled consecutively starting at Engine Company 4 (2531 Sherman Avenue, NW ) at
10:00 a.m. on November 10, 2009, followed by a visit to Engine Company 6 (1300 New Jersey Ave,
NW), then Engine company 18 (414 8" Street, SE ) and finally Engine Company 12 (2225 5" Street,
NE). Bidders shall meet in the front entrance to each Firehouse. For further information regarding the site
visit the prospective bidders are encouraged to contact Chief David Foust, FEMS at (202) 673-4331

An aerial view of the locations as well as directions from the first Firehouse to the remainder of the
project sites are listed as Attachment B.

TIME OF COMPLETION

The Contractor shall commence work on the date specified in the written Notice to Proceed (NTP) signed
and issued by the Contracting Officer (CO) and shall start and complete all the work within forty five (45)
calendar days from the date specified in the NTP.

AUTHORIZED CHANGES BY THE CONTRACTING OFFICER

In accordance with 27 DCMR 1200.1, the Contracting Officer (CO) is the only person authorized to enter
into and sign contracts on behalf of the District Government. The Contracting Officer is also the only
person authorized to approve changes in any of the requirements of this contract.

The address and telephone number of the CO is:

Diane Wooden, CO

DC Department of Real Estate Services (DRES)
Contracting and Procurement Division

2000 14th Street, N.W. - 5" Floor

Washington, D.C. 20009

Telephone: (202) 671-2405

The Contractor shall not comply with any order, directive or request that changes or modifies the
requirements of this contract, unless issued in writing and signed by the CO.

In the event the Contractor effects any change at the instruction or request of any person other than the
CO, the change will be considered to have been made without authority and no adjustment will be made
in the contract price to cover any cost increase incurred as a result thereof.

CONTRACTING OFFICER’S TECHNICAL REPRESENTATIVE (COTR)




The COTR is responsible for general administration of the contract and for advising the Contracting
Officer as to the Contractor’s compliance or noncompliance with the contract. In addition, the COTR is
responsible for the day-to-day monitoring and supervision of the contract, for ensuring that the work
conforms to the requirements of this contract and such other responsibilities and authorities as may be
specified in the contract. The COTR for this contract is:

Name: David Foust

Title: Battalion Chief
Telephone: (202) 673-4331
E-mail: david.foust@dc.gov

The COTR shall not have authority to make any changes in the specifications or scope of work or terms
and conditions of the contract.

The Contractor may be held fully responsible for any changes not authorized in advance, in writing, by
the Contracting Officer; may be denied compensation or other relief for any additional work performed
that is not so authorized; and may also be required, at no additional cost to the District, to take all
corrective action necessitated

INSURANCE

The applicable insurance clauses and verbiage to be included in the Certificate of Insurance are included as
Attachment C.

DEPARTMENT OF LABOR DAVIS BACON WAGE DETERMINATION

Department of Labor General Decision No. _DC080004 Modification 08, dated 10/02/2009 is included
as Attachment D.

TIME OF COMPLETION

The Contractor shall commence work on the date specified in the written Notice to Proceed
(NTP) signed and issued by the Contracting Officer (CO) and shall start and complete all the
work within 45 calendar days from the date specified in the NTP.



SECTION 08110 - STEEL DOORS AND FRAMES

PART | - GENERAL

1.1

A.

1.2

1.3

1.4

RELATED DOCUMENTS

Documents referred to in para.] SCOPE of Special Conditions are part hereof the same
as if repeated herein.

SUMMARY
This Section includes the following:

Steel doors.

Steel door frames,

Sidelight frames

Borrowed-light frames.

Fire-rated door and frame assemblies.

bRl el e

Related Sections include the fo;llowing:
1.  Division4 Section "Unmit Masonry Assemblies” for installing anchors and
grouting frames in masonry construction.

2. Division 8 Section "Flush Wood Doors" for wood doors installed in steel frames.
3. Division 8 Section "Door Hardware

4. Division 8 Section "Glazing" for glass in glazed openings in [doors and frames].
5. Division 9 Section "Painting" for field painting factory-primed doors and frames.
DEFINITIONS

Steel Sheet Thicknesses: Thickness dimensions, including those referenced in
ANSI A250.8, are mimimums as defined in referenced ASTM standards for both
uncoated steel sheet and the uncoated base metal of metallic-coated steel sheets.

SUBMITTALS

Product Data: For each type of door and frame indicated, include door designation,
type, level and model, material description, core description, construction details, 1abel
compliance, sound and fire-resistance ratings, and finishes.

Samples for Verification: For. each type of exposed finish required, prepare a sample
not less than 3 by 5 inches (75 by 125 mm) and of same thickness and material
indicated for final unit of Work,
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2.2

2.3

Copco Door Co.

Curries Company. ,

Deansteel Manufadturing, Inc.
Kewanee Corporation (The).

Mesker Door, Inc.

Pioneer Industries Inc.

Republic Builders Products.

Steelcraft; a division of Ingersoll-Rand.

S N S

MATERIALS

Hot-Rolled Steel Sheets: ASTM A 569/A 569M, Commercial Steel (CS), Type B; free
of scale, pitting, or surface defects; pickled and oiled.

Cold-Rolled Steel Sheets: - ASTM A 366/A 366M, Commercial Steel (CS), or
ASTM A 620/A 620M, Drawmg Steel (DS), Type B; stretcher-leveled standard of
flatness.

Metallic-Coated Steel Sheets: ASTM A 653/A 653M, Commercial Steel (CS), Type B,
with an A40 (ZF120) zinc-iron- alloy (galvannealed) coating; stretcher-leveled standard
of flatness.

Electrolytic Zinc-Coated SteeliSheet: ASTM A 591/A 591M, Commercial Steel (CS),
Class B coating, mill phosphatized; suitable for unexposed applications; stretcher-
leveled standard of flatness whére used for face sheets.

DOORS
General: Provide doors of size$, thicknesses, and designs indicated.

Intertor Doors:  Provide doors complying with requirements indicated below by

referencing ANSI 250.8 for level and model and ANSI A250.4 for physical-endurance

level:

1. Level 4 and Physical Performance Level A (Maximum Duty), Model 1 (Full
Flush).

Exterior Doors: Provide dog¢rs complying with requirements indicated below by

referencing ANSI A250.8 for lével and model and ANST A250.4 for physical-endurance

level:

1. Level 4 and Physical Peérformance Level A (Maximum Duty), Model 1 (Full
Flush).
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mm-) thick, metallic-coated steel channels with channel webs placed even with top and
bottom edges. i

C. Interior Door Faces: Fabncate exposed faces of doors and panels, including stiles and
rails of nonflush units, from the following material:
1.  Cold-rolled steel sheet|, ynless otherwise indicated)].

D. Core Construction: Manufacturer's standard core construction that produces a door
complying with SDI standards;
1.  Delete paragraph above br below. Retain below with selected core constructions

E.  Clearances for Non-Fire- Rated Doors: Not more than 1/8 inch (3.2 mm) at jambs and
heads, except not more than 1/4 inch (6.4 mm) between pairs of doors. Not more than
3/4 inch (19 mm) at bottom.

F.  Clearances for Fire-Rated Doors: As required by NFPA 80.

G. Double-Acting, Door-Edge Profile: Round vertical edges with 2-1/8-inch (54-mm)
radius.

H. Tolerances: Comply with SiD] 117, "Manufacturing Tolerances for Standard Steel
Doors and Frames."

I.  Fabricate concealed stlffeners reinforcement, edge channels, louvers, and moldings
from either cold- or hot-rolled steel sheet.

J.  Exposed Fasteners: Unless otherwise indicated, provide countersunk flat or oval heads
for exposed screws and bolts. -

K.  Thermal-Rated (Insulating) Assemblies: At exterior locations and elsewhere as shown
or scheduled, provide doors fabncated as thermal-insulating door and frame assemblies
and tested according to ASTM C236 or ASTMC976 on fully operable door
assemblies.

I.  Unless otherwise indicatéd, provide thermal-rated assemblies.

. | . .
L. Hardware Preparation: Prepare doors and frames to receive mortised and concealed

hardware according to final| door hardware schedule and templates provided by
hardware supplier. Comply with applicable requirements in ANSI A250.6 and
ANSI A115 Series spemﬁcatlops for door and frame preparation for hardware.

1. For concealed overhead ldoor closers, provide space, cutouts, reinforcement, and
provisions for fastening 1[:1 top rail of doors or head of frames, as applicable.

M.  Frame Construction: Fabricate frames to shape shown.
1. Provide welded frames with temporary spreader bars.
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